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TYPICAL BENCHING DETAIL
FOR EMBANKMENT
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COMSTRUCT SUCCEEDING BENCH CUTS AND EVBAMKMENT PLACEMENT '
AND COMPACTION FROM BOTTOM TO TOP N STAIRSTEP FASRION,

EXISTING FORESLOPE PREPARED i ACCORDANCE wITH ARTICLE 206.0%
OF THE STAMUARD SPECIFICATIONS.

BEMCH CUT EXISTING SLOPE TYRICAL FOR EACH STER,

TR TO FlMAL SLOPE,

EOUAL B-INCH 12000 LIFTS OF EMBANKMENT COMPACTED IN ACCORDAMCE
WiTH ARTICLE 205.05 OF THE STANDARD SPECIFICATIONS.

EXCAVATION OF BEWCH CUTS WiTHIN EXISTING EMDAMKMENT ®ILL BE

PAID FOR A7 ToE CONTRACY uNIT PRICE PER CuBIC MEVER OR CUBIC

YARD FOR “EARTH EXCAVATION ©. THIS PRICE wILL INCLUDE ALL LABOR AL DIMENSIONS ARE IN IMCHES DMILLIBETERS)
AND MATERIAL, MO ADDITIONAL COMPENSATION WiLL BE ALLOWED. UNLESS DTHERMISE SHOWM,

SLOPES SHALL BE BEWCHED ACCORDING 70 THIS DETANL ®sEN THE LLIDIS DEPARTYENT OF TRANSPORTATION
SLOPE IS STEEPER THAN 4ef AND THE HEIGHT IS GREATER THAW 5' (5 m
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